
  

SDL  Atlas  is  excited  to  introduce  the  next  generation 

Electronic Crockmeter Colorfastness Rubbing Tester.   

Motorized for frequent use and long run tests and fitted  

with an electronic counter for up to 9,999 strokes. Comes 

with a standard weight (9 N) arm that complies 

to a variety of standards including AATCC 8 

and 165 and traditional sample holder. New 

to this design is an option for a lightweight  

arm for easily adding weights to perform a 

wider range of tests. 

Weight  10 kg (22 lbs.) 

Dimensions 
220 mm(w) x 570 mm(d) x 250 mm(h) 
9 in (w) x 22.5 in(d) x 10 in(h) 

Power supply  230v/50Hz or 115v/60Hz  

Standard Speed  60 spm 

Stroke length  104 mm +/‐ 3 mm (standard), can be adjusted to 76 mm or 50 mm 

Rub surface (STD Finger)  16 mm+/‐0.1 mm diameter 

Pre‐settable digital counter   For strokes up to 9999  

 Downward Force of STD Arm  9 N +/‐0.2N 

Changeable arm head with optional weights to provide different downward forces – available separately  

Ordering Information 

M238BB  Electronic Crockmeter 
108133  
108134  
108135  
301058
200877  
403086 
103871  
103872  
201194  
202161  

Sample holder with pins
Aluminum Light Weight Arm Head 
Mid Weight Arm Kit included one light weight arm head and one additional weight 
Pre‐cut Crocking Cloths, 50 x 50 mm (pack of 500) AATCC 
Pre-cut Crocking Cloths, 50 x 50 mm (pack of 1000) AATCC 
Pre‐cut Crocking Cloths, 50 x 50 mm (pack of 500) ISO Standard 
Crockmeter Calibration Fabric (pack of 25) 
Emery Paper for Crockmeter (Pack of 25 sheets) 
Grey Scale (Staining) ISO/BS Standards 
Grey Scale (Staining) AATCC Standards 
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